SITE PLAN SPECIAL PERMIT
APPROVED
NOTES: SEWER NOTES AND SPECIFICATIONS: ACTON
6,000 GALLON CAPACITY LENGTH AS DIRECTED OR. I ECTMEN
"DESIGN LOADING-AASHTO HS 20-44 S5 SPECIFIED > BETOND EDGE OF BUILDING SEWER AND TRENGH SPECIFICATIONS BOARD OF SELECTM
~CONSTRUCTION JOINT-SEALED WITH " DIA. BUTYL RUBBER OR EQUIVALENT } PE NVENT AND MATERIALS OF CONSTRLC SENER. AN ETH
"CONERS TO BE BOLTED DONN AND GASKETED BEND (ROTATE AS REQUIRED) / ROMW. OR EASEMENT 1o Be e ™ B AVATING, PLAC e OF e PIPE IOINNG, oS TG, A DACEER L NG, The Sl i
TOONCRETE MINIMUM STRENeTH5,000 PS1 @ 26 DAY [T1] — B SHALL ALL CONFORM TO THE REQUIREMENTS OF THE STATE AND ACTON BUILDING AND PLUMBING CODE OR
- l6'-0 | OTHER APPLICABLE RULES AND REGULATIONS OF ACTON. IN ABSENCE OF CODE PROVISIONS OR IN
| | | PLUG AMPLIFICATION THEREOF, THE MATERIALS AND PROCEDURES SHALL BE SET FORTH IN APPROPRIATE
O 3 A ’\, A SPECIFICATIONS OF ASTM. ALL EXCAVATIONS REQUIRED FOR THE INSTALLATION OF A BUILDING SENER
l_ 1 — — SHALL BE OPEN TRENCH WORK UNLESS OTHERWISE APPROVED BY THE DPW DIRECTOR. PIPE LAYING AND
A BACKFILL SHALL BE PERFORMED IN ACCORDANCE WITH TONN OF ACTON TYPICAL STREET OPENING
| I
N t/ PAVEMENT REPAIR AND ASTM SPECIFICATION Cl2-64, EXCEPT THAT NO BACKFILL SHALL BE PLACED UNTIL
O a0 THE WORK HAS BEEN INSPECTED. ADDITIONAL SPECIFICATIONS SHALL INCLUDE THE COMMONWEALTH OF
A N MASSACHUSETTS DEPARTMENT OF PUBLIC WORKS STANDARD SPECIFICATIONS FOR HIGHNAYS, BRIDGES,
| | ) AND WATERWAYS.
- A4 Y-BRANCH | THOROUGHLY PIPING
N /7 L] gi?,ié,f[’f" APPROVED THE BUILDING SEWER SHALL BE SDR 35 POLYVINYL CHLORIDE (PVC) PIPE; SCHEDULE 40 PVC PIPE OR
PLAN &" MIN. APPROVED EQUAL. JOINTS SHALL BE WATERTIGHT. CEMENT MORTAR JOINTS ARE NOT BE PERMITTED. A MAJORITY OF THE BOARD
: ANY PART OF THE BUILDING SEWER THAT 1S LOCATED WITHIN FIVE (5) FEET OF A WATER SERVICE PIPE
SET FRAME IN 4' RISER WITH 6" MIN._ EIEK COMPACTED 3/4" SHALL BE CONSTRUCTED OF CAST IRON SOIL PIPE WITH LEAD JOINTS. CAST IRON PIPE WITH LEAD JOINTS DATE:
FULL MORTAR ELAT TOP ' - CRUSHED STONE OR MAY ALSO BE REQUIRED WHERE THE BUILDING SENER IS EXPOSED TO DAMAGE BY TREE ROOTS. IF
BED AND CONC. 3' WATERTIGHT 4 SCREENED GRAVEL INSTALLED IN FILL OR UNSTABLE GROUND, THE BUILDING SENER SHALL BE LAID ON A SUITABLE CONCRETE THIS DOCUMENT, AS AN INSTRUMENT OF SERVICE,
COLLAR SEWER ACCESS BED OR CRADLE OR SHALL BE OF CAST IRON SOIL PIPE WITH LEAD JOINTS. IS THE SOLE PROPERTY OF WATERMAN DESIGN
MANHOLE FRAME A ABLE . ASSOCIATES, INC. ITS USE BY THE OWNER FOR
PRECAST OR [ 1 fgg&g\ffm - I g%é%gp SUITABL LATERALS OTHER PROJECTS OR FOR COMPLETION OF THIS
CONC. BLOCK. 6" MIN, % FOR GRAVITY SYSTEMS, THE SIZE AND SLOPE OF THE BUILDING SEWER SHALL BE SUBJECT TO THE PROJECT BY OTHERS IS STRICTLY FORBIDDEN.
RISER SECTIONS 4 4 T ' APPROVAL OF THE DPW DIRECTOR BUT IN NO EVENT SHALL THE DIAMETER BE LESS THAN SIX (6) INCHES. DISTRIBUTION IN CONNECTION WITH THIS PROJECT
2 MANHOLE STEPS THE SLOPE OF SUCH PIPE SHALL NOT BE LESS THAN ONE-GUARTER (1/4) INCH PER FOOT. THE BUILDING SHALL NOT BE CONSTRUED AS PUBLICATION IN
PROVIDE GROOVE (Tre.) SEWER SHALL BE LAID AT UNIFORM GRADE AND IN STRAIGHT ALIGNMENT INSOFAR AS POSSIBLE., DEROGATION OF THE ENGINEERS RIGHTS.
\ / '
AND SEALANT AT - SECTION B-B PROVIDE I' SCREENED CHANGES IN DIRECTION SHALL BE MADE ONLY WITH BENCHED MANHOLES AS APPROVED BY THE DPW ©2006, WATERMAN DESIGN ASSOCIATES, INC.
GRAVEL ABOVE PIPE ’ :
JOINT (TYP) L S AR S . . DIRECTOR. A CLEAN-OUT SHALL BE LOCATED A MINIMUM OF FOUR (4) INCHES ABOVE THE BASEMENT
R B | RO TS A L A S9N END AND EXTEND 2 FLOOR.
1 L " JOINTS AND CONNECTIONS
! 6" DIA. SCH 40 JR= &' MIN. DIAMETER BUILDING 6" | =TT ALL JOINTS AND CONNECTIONS SHALL BE MADE WATERTIGHT.
b : CONNECTION, MIN. SLOPE I/ PROVIDE 2'xa" M= A
- PVC QUTLET ———_ _ ) PER FOOT UNLESS OTHERWISE _f: =10 o
oL o SPECIFIED. OAK MARKER : = T POLYVINYL CHLORIDE (PYC) JOINT SPECIFICATIONS
4 o 3 o |_|_|_. S JOINTS FOR SDR 35 AND SCHEDULE 40 PVC PIPE SHALL BE O RING RUBBER GASKET JOINTS OR
¥ K - © _ e F 1= i PREMOLDED GASKET JOINTS.,
6" SCREENED U - st et e 1 |_|_|:_. . —LLIZM" : _M',—'. &
GRAVEL © .,f ) 5.7 LIQUID \o_ = VST AT IS < > ) LEAK DETECTION
& LEVEL = = < ALL PARTS OF NEW BUILDING DRAINS AND SEWERS SHALL WITHSTAND TEN (10) FEET OF HEAD FOR A
I % 4 V
St 6' - — A — X = MINIMUM PERIOD OF FIFTEEN (15) MINUTES AT A TEMPERATURE ABOVE 32 DEGREES FAHRENHEIT WITHOUT
- (MAX) $& o A & OBSERVABLE LEAKAGE. AIR PRESSURE TESTS ARE AN APPROVED SUBSTITUTE WHEN WITNESSED BY THE D | oy/11/07 NO CHANGES
& S ST e P e i + ] I EENEEE A DPW DIRECTOR. c | 10/3006 | TOWNREVIEW COMMENTS
== === EN SR - LOADS ON STRUCTURES B | 08/24/06 INITIAL ISSUE
COMPACTED : ~ = = i COMPACTED e T THE COVERS OF ALL BUILDING DRAIN AND BUILDING SEWER MANHOLES, INSPECTION CHAMBERS, 24
SUITABLE SECTION LT SUITABLE == SECTION A=A 3/4" SCREENED CLEANOUTS, AND THE LIKE SHALL BE WATERTIGHT AND SHALL BE CAPABLE OF WITHSTANDING, WITHOUT A B.0.S. DISCUSSION (PROGRESS)
SUBGRADE el SUBGRADE ey GRAVEL ENVELOPE DAMAGE OR DISPLACEMENT, ANY TRAFFIC LOADS (H5-20 LOADING) TO WHICH THEY MAY BE SUBIECTED. Ev | DATE DESCRIPTION NIT
TR A INTERCEPTORS
GREASE P SEWER BUILD|N6 CONNECTION GREASE, OIL AND SAND INTERCEPTORS SHALL BE PROVIDED WHEN, IN THE OPINION OF THE DPW DIRECTOR,
THEY ARE NECESSARY FOR THE PROPER HANDLING OF LIQUID WASTES CONTAINING GREASE IN EXCESSIVE
N.T.S. 02530-06 N.T.S. 02530-10 AMOUNTS, OR ANY FLAMMABLE WASTES, SAND OR OTHER HARMFUL MATERIALS. ALL INTERCEPTORS
DA NG WDA, INC. SHALL BE OF TYPE AND CAPACITY APPROVED BY THE DPW DIRECTOR AND BUILDING INSPECTOR AND
o SHALL BE SO LOCATED AS TO BE READILY AND EASILY ACCESSIBLE FOR CLEANING AND INSPECTION.
NOTE: MINIMUM DEPTH OF COVER FOR "DRY" SENER SHALL BE 4. == S~ Iﬁﬂ
Ly Tl
DIAMETER OF PIPE TRENCH WIDTH u:l Ll__l:l
D. UNSHEETED SHEETED -I——lﬂ_ll | lmﬂl‘
NOTE: n | n ) ] __: ___:__
SEWER CLEANOUT RING & PROVIDE AT LEAST 12" AND SMALLER] 30 42 ] =1k
v ONE TRENCH DAM " o 4 = ) 1" MIN.
\ ﬁlovgi %gﬁfﬁON FOUNDR BETWEEN EACH SMH OR > o2 44 IMPERVIOUS —— .
4 Pvc THREA\PI?_EZ C. b EVERY 300 FEET, 18" 3_p" 41-p" CLAY DAM —\ 11
WHICHEVER 1S LESS ve
/ FINISH GRADE (SEE TRENCH DAM 21" 3'-10" 5'-0" / 4 L/ ;
DETAIL) 12% MiIN.
\ A 24" 4'-o" 54" / |
2_," 4'_6" 5[_&u :l | |
R 4" PVC FEMALE ﬁ ==
——— ADAPTOR (SLIP SOCKET 6" MIN. KEY | ' =
w/ FEMALE THREAD) NO LEDGE OR. il W:\UNDI STURBED
SHEETING IF USED SHALL BE UNEXCAVATED MATERIAL (= ﬂ MATERIAL
LEFT IN PLACE BELOW TOP SHALL PROJECT BEYOND WI_T
, OF PIPE ZONEEXCEPT, THIS LINE —
FILL W/ CLEAN 4’ SCH. 40 PVC WHERE OTHERWISE INDICATED e = WATERMAN DESIGN
WASHED SAND FIPE OR PIRECTED ~ N ASSOCIATES, INC
NOTE: , .
PROVIDE MID RUN OF SEWER LINES PG SENER )
WHERE MANHOLE SPACING EXCEEDS PLAN < 31 East Main Street
_ ( 250' AND AT LOCATIONS SHOWN ON Westborough, MA 01581
" ADAPTOR (SDR 35 PLANS. EXCAVATED TRENCH SEE
PVC SENER TRENCH 508.366.6552
BELL & SCH. 40 | /SEcTION 508.366.6506 (fax)
SOCKET) 1= | watermandesign.com wda@wdassoc.com
6'x6"x4" 45° 2 g =l = OWNER:
\ . PVYC WYE N SDR 35 PVC N H—] —L
4 (P\éEL4¢5 SELI_BOV‘; g-_l SEE PLANS B:l fl l / | | MAIN STREET ACTON
B PIGOT 5 T = 2
* 6" MIN. KEY WAY 7Tl X
— o = CORPORATION &
\ - —gﬁ ﬁ:‘ﬂ— —  CENTERLINE PIPE BLUEBIRD REALTY
6" PVC SERVICE 1 > : = ﬁ!}l TRUST
LATERAL AT MINIMUM \,/\Q\ 4
\ /\ AN o UL L)
2% SLOPE / > ’\ PVC SEWER e V 2 School Street
3/4" CRUSHED STONE - HALF HALF COMPACTED SUITABLE e li=l=IE=E Acton, MA
SECTION | SECTION SUBGRADE UNDISTURBED IMPERVIOUS CLAY
(MHDSS M2.01.4) AGAINST MATERIAL DAM
UNDISTURBED EARTH OR E/JgTH RéNc 3 APPLICANT:
wreeTe LIPleAL SECTION BLUEBIRD REALTY
N.T.S. 02530-I3 N.T.S. 02500-0| N.T.S. 02530-12 2 School Street
WDA, INC. WDA, INC. WDA, INC. Acton, MA
TITLE:
Acton, MA
(Middlesex County)
SITE PLAN SPECIAL PERMIT
MUTCD REFERS TO DA ROL PEVICES FOR ] A oHNA
ERITION (AS AMENDED AND/OR STANDARD HIGHWAY SIGNS, 1979 (AS AMENDED), BOTH ISSUED BY THE
USDOT/FHAA.
DATE: 6/22/06 | SCALE: ~ AS NOTED
JOBNO.:
MHDSS REFERS TO MASS, HIGHNA - - ] O [ A A B3 0197 01 DWN. BY: TJC
1988 (AS AMENDED). S — cHkD. BY:
DPI REFERS TO LOCAL DEPARTMENT OF PUBLIC WORKS. ( ) 0197600 |SHEET-
THIS DRAWING 15 NOT FOR CONSTRUCTION UNTIL. ISSUED FOR CONSTRUCTION BY WATERMAN DESIGN DRAWING NO.:
ASSOCIATES, INC. 0197603D




